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Specifications
A Inlegral ballast D Oplional snap-in F Aluminum jolner/reveal J - Slructural supporl and
B Exlruded aluminum specular parabolic plates (black) lasleners (by others)
housing cross balfle G Conduil enlry, one al Conduil and conneclor
€ Specylar exliuded E  Alurninum decoralive each end ol housing (by olhers)
aluminum refleclor end plales H  Mounting hales, Quick conneclors

Finish:

semi gloss white housing and decoralive and plales  Black

pinerfreveal plales
Pained surlaces

applied baked powdor
corrosion resistanl finish

Reflector - extruded high purily aluminum with clear anodized
All luminaire hardware

specular finish

Mounting:

lousing mounts lo ceiling individually or jpined togethar 1o
arm a continuous row  When mounted in a row, joinerfreveal
slates align and screw logether

wausing wilh screws

6 stage pretreatmenl and eleclrostalically
enamel for stable, long lasting and

(arder separately) 9/32" (/mim) diia

(ballast lo relleclor)

Electrical:

Use 90°C wire for supply connections  7/8° (22mm) diameler

knockouts are located on lop al each end of housing

Rellector removes lrom housing for aceess to ballast and
witing  Color coded quick conneclors on relleclor lamp leads

Integral electronic HPF (hermally prolecled class P ballast

slainless sleel

For 2-lamp and 3 lamp ballasts, a masler unil (wilh ballas!)
and salellile unit(s) (withoul ballasl) are lurnished

Oplional electronic dimming ballast (18 enly) dims lo 10%

{by others)
Standard:
UL listed or CSA carlilied

Refleclor mounts inta

cantilever and pendant mounling assemblies are oiderod

separalely

Order one non-eleclical arm of slem for each
wusing plus one electical leed

For leng rows which exceed

ol full light output, Compalible dimmer swilch is required

amperage limils, order appropriale number of eleclrical leads
When row mounted, inlermediale canlilevers ar pendants are
centered on housing joints
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TAC Style 110

Features

m [Forns a decorative comice - ideal for perimeler fighting.
corridors, displays, chalkboards and bookshelves w

W Exiruded housing - arliculated reveal along ceiling line;
cantitever and pendanl mounting also available

m ntegral electronic ballast - dimming, emergency oplional

® Optional parabolic cross baflle for lengthwise shielding

Performance

Iwo parabolic relfeclor sections drive light to the bottom of the
wall - An elliplical section shields the lamp from narmal viewiny
angles and redirects its light (o a parabola  Glare is minimized
and asymmelry of the beam is maximized resulting in high
beam elficiency and superior surface unitormity i

For complete photometrics, see Indoor Applications Seclion
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